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Company

ValVe actuation

Data Sheet

electrically actuateD ValVeS

contact information

ContaCt

Date

telephone

Fax

e-mail

ValVe type/Size

ValVe anD meDia information

meDia

temperature

line preSSure

BoDy & trim material: Ball ValVe

CarBon Steel x SS

BraSS x SS

BraSS

Bronze

StainleSS Steel

npt

Clamp enD

150# FlangeD

SoCket WelD

300# FlangeD

BoDy & trim material: ButterFly ValVe

CaSt iron

pVC

CpVC

StainleSS Steel

polypropylene

pVC

CpVC

DuCtile iron

aluminum Bronze

CpVC

StainleSS Steel

polypropylene

epDm

Buna-n

tFe

Viton

metal

tFe

Delrin

peek

rtFe

noVa

Seat MaterialBody Material end ConneCtionS

Butt WelD

metal

torque requireD (iF CuStomer oWneD ValVe)

aCtuator type

actuator information

on-oFF moDulating

Voltage

115 VaC 24VaC

220 VaC 24VDC

220 VaC

12 VDC

nema rating nema 4 nema 7

appliCation anD enVironment

auxiliary SWitCheS

optional acceSSorieS

2
Quantity*

6

4

other

DeClutChaBle manual oVerriDe yeS no

poSitioner (moDulating SerViCe)

4-20ma
type

0-10 VDC

24 VDC
Voltage

12 VDC

other aVailaBle optionS

poWer Brake

extenDeD Duty

4-20 ma tranSmitter

SpeeD Control

timer

multi-turn0-1k FeeDBaCk

heater/thermoStat

torque SenSor 3-poSition

Seat MaterialBody Material diSC Material

WaFer

end ConneCtionS

lug

nema 4x

Duty CyCle 25% 100%75%

*note: CheCk with faCtory for aVailaBle Quantity per aCtuator Size

220 VaC24 VaC

115 VaC

meChaniCal
type

proximity

other


